
Patented mushroom head with  
serration concrete screw, GEOMET®  
Corrosion Protection.

HXT01
Concreto

Advantages:

•  Superior holding strength

•  The ability to withstand harsh conditions

•  Long-lasting performance

•  Smaller drill hole than traditional anchors

•  Anchor is set as it is inserted - Saves time and reduces  
   risk of incorrect setting

•  Neat finish - Pan Head provides neat finish and prevents  
   damage to part being fixed

•  Low profile head - Washered Pan provides aesthetic  
   finish and leaves more clearance inside the channel

•  No expansion stress - Can be installed closer to edge or  
   other anchors

•  Geomet coating - 500 hour neutral salt spray tested.

•  Patented design reduces torque required to set anchor  
   and also provides a more substantial anchorage once set.

•  Torx Head for improved ease of installation

T H E  N E W  S TA N D A R D  
I N  N E W  Z E A L A N D  
C O N C R E T E  F I X I N G

Tech Support:       www.tecfi.co.nz       engineering@tecfi.co.nz

Tech Support:
www.tecfi.co.nz
engineering@tecfi.co.nzwww.constructivebrands.co.nz

AJE01-Seismic

Special Wedge Anchor, assembled with 
hex nut and special washer, Certified 
ETA-CE Option 1 and
Performance Category C2-C1 Under 
Seismic Action.

Advantages:
Wedge anchor for cracked and non cracked concrete in 
seismic areas.

European Technical Assessment - 
Option 1 (part 1 - 2 - ANNEX E)
Performance Category C2-C1 for use under seismic 
action, according to ETAG 001 - ANNEX E
Red ring shows the minimum embedment depth
Easy Installation: just a few turns ensures the requires 
installation torque

Applications:

Timber construction
Infrastructure and Civil Engineering
HVAC Equipment
Steel Frame Construction

The digit identifies
the max fixture 
thickness

The wedge body 
reaches a tensile 
strength of min 800 
N/mm2

Special Expansion 
sleeve

Best raw materials and 
appropriate geometries 
in the conical part/ex-
pansion sleeve garantee 
high tension loads both 
in cracked and non-
cracked concrete

Item Code
AJE 01 12 145 12x145/40 50 250

Anchor Size Pcs. per Box Pcs. per Box

ETAG 001 - ANNEX E - Item Assessed Under Seismic Action

ETA-CE Option 1 Certified Item
R120 Fire Resistance Certified Item

European Technical Assessment
ETA-11/0319 - ETAG 001 - PART 
1 - 2 and ANNEX E
Option 1 - cracked and non-
cracked concrete
Seismic assessment - performance 
category C2-C1

Wedge Anchor 
C E R T I F I E D  F I X I N G  S O L U T I O N S

Tech Support:
www.tecfi.co.nz
engineering@tecfi.co.nzwww.constructivebrands.co.nz

HXS01
Concreto

Patented flat CSK head with ribs 
concrete screw, GEOMET® Corrosion 
Protection

Applications:

 Window and Door Fixing
 Safety Barriers
 Steel Fixing
 Electrical. Plumbing and HVAC services 
 into concrete

Advantages:

Superior holding strength
The ability to withstand harsh conditions
Long-lasting performance
Smaller drill hole than traditional anchors
Anchor is set as it is inserted - Saves time and 
reduces risk of incorrect setting
Neat finish - Pan Head provides neat finish and 
prevents damage to part being fixed
Low profile head - Washered Pan provides aes-
thetic finish and leaves more clearance inside the 
channel
No expansion stress - Can be installed closer to 
edge or other anchors
Geomet coating - 500 hour neutral salt spray 
tested.
Patented design reduces torque required to set 
anchor and also provides a more substantial 
anchorage once set.
Torx Head for improved ease of installation

Related Products:

Steel Bar With Nut and Washer

Steel Threaded Rod

Steel Brush

Professional Gun

Plastic Sleeve

Related products:

Item Code               Screw size           Drill diam.   Pcs. per   Pcs. per 
       	           ø x Ls / t fix (mm)          mm            Box         Ctn

HXT 01 08 060      	 6 x 60 / 10        	 6              200         1,000

HXT 01 08 080      	 6 x 80 / 20        	 6  	 50           500

HXT 01 08 100      	 6 x 100 / 40        	 6  	 50           500

HXT 01 08 120      	 6 x 120 / 60        	 6 	 50           500

 

EOX41  
4 cutter SDS plus 
Drill bit



HXT01
Concreto

T H E  N E W  S TA N D A R D  
I N  N E W  Z E A L A N D  
C O N C R E T E  F I X I N G

Tech Support:       www.tecfi.co.nz       engineering@tecfi.co.nz

For through (in-place) heavy duty fixings in concrete:

Tech Support:
www.tecfi.co.nz
engineering@tecfi.co.nzwww.constructivebrands.co.nz

AJE01-Seismic

Special Wedge Anchor, assembled with 
hex nut and special washer, Certified 
ETA-CE Option 1 and
Performance Category C2-C1 Under 
Seismic Action.

Advantages:
Wedge anchor for cracked and non cracked concrete in 
seismic areas.

European Technical Assessment - 
Option 1 (part 1 - 2 - ANNEX E)
Performance Category C2-C1 for use under seismic 
action, according to ETAG 001 - ANNEX E
Red ring shows the minimum embedment depth
Easy Installation: just a few turns ensures the requires 
installation torque

Applications:

Timber construction
Infrastructure and Civil Engineering
HVAC Equipment
Steel Frame Construction

The digit identifies
the max fixture 
thickness

The wedge body 
reaches a tensile 
strength of min 800 
N/mm2

Special Expansion 
sleeve

Best raw materials and 
appropriate geometries 
in the conical part/ex-
pansion sleeve garantee 
high tension loads both 
in cracked and non-
cracked concrete

Item Code
AJE 01 12 145 12x145/40 50 250

Anchor Size Pcs. per Box Pcs. per Box

ETAG 001 - ANNEX E - Item Assessed Under Seismic Action

ETA-CE Option 1 Certified Item
R120 Fire Resistance Certified Item

European Technical Assessment
ETA-11/0319 - ETAG 001 - PART 
1 - 2 and ANNEX E
Option 1 - cracked and non-
cracked concrete
Seismic assessment - performance 
category C2-C1

Wedge Anchor 
C E R T I F I E D  F I X I N G  S O L U T I O N S

Installation procedure:

Mushroom head torx 30

www.tecfi.it

Tec  S.p.A. - Fixing Systems
Head Offi  ce:
S.S. Appia km.193 - 81050 Pastorano (CE) - Italy
tel. (+39).0823.88.33.38 - fax (+39).0823.88.32.60
www.tec .it info@tec .it
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TECHNICAL DATA SHEET

HXT 01 Patented mushroom head with serra� on concrete screw

TECHNICAL DATA AND TEST REPORT OF HXT 01 SCREWS IN NON-CRACKED CONCRETE C20/25

dv x lv screw diameter x screw lenght
t x maximum thickness of  xture
d0 drill hole diameter
h1 depth of drill hole

hmin thickness of concrete member
hnom overall anchor embedment depth
hef eff ec� ve anchorage depth
df diameter of clearance hole in the  xture

Tinst required torque moment
T 6 lobe recess

cmin minimum allowable edge distance
smin minimum allowable spacing

ccr
edge distance for ensuring the transmission of the characteris� c 
resistance of a single anchor

scr
spacing for ensuring the transmission of the characteris� c 
resistance of a single anchor

HXT01 - EN - rev. 4.00

For all speci ca� on not included in the table, please contact Tec  Lab

Pull-out and shear showed in the table are CHARACTERISTIC LOADS from tests run on non-cracked concrete C20/25 without edge and spacing eff ect (Pull-out and shear loads are 
in kN: 1kN = 100Kg). 

Coa  ng:
Special grey  nishing, made of zinc-aluminium  ake, with a corrosion resistan-
ce of minimum 500 h in neutral salt spray test (tests according to ISO 9227)

Screw size t x do h1 hmin hnom hef df Tinst T cmin smin ccr scr
CHARACTERISTIC LOADS 

(kN)
Item Code dv x lv(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (Nm) (mm) (mm) (mm) (mm) PULL OUT SHEAR

Ø 8
HXT 01 08 060 7,8 x 60 10 6 65 100 50 45 9 20 T30 45 45 75 150 7,6 14,1
HXT 01 08 080 7,8 x 80 20

6 75 110 60 55 9 20 T30 45 45 90 180 11,2 14,1HXT 01 08 100 7,8 x 100 40
HXT 01 08 120 7,8 x 120 60
Ø 10
HXT 01 10 060 10 x 60 10 8 70 100 50 45 12 50 T40 55 55 75 150 9,2 23,4
HXT 01 10 080 10 x 80 10

8 90 130 70 65 12 50 T40 55 55 105 210 15,6 23,4HXT 01 10 100 10 x 100 30
HXT 01 10 120 10 x 120 50

www.tecfi.it
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TECHNICAL DATA SHEET

HXT 01 Patented mushroom head with serra� on concrete screw

TECHNICAL DATA AND TEST REPORT OF HXT 01 SCREWS IN NON-CRACKED CONCRETE C20/25

dv x lv screw diameter x screw lenght
t x maximum thickness of  xture
d0 drill hole diameter
h1 depth of drill hole

hmin thickness of concrete member
hnom overall anchor embedment depth
hef eff ec� ve anchorage depth
df diameter of clearance hole in the  xture

Tinst required torque moment
T 6 lobe recess

cmin minimum allowable edge distance
smin minimum allowable spacing

ccr
edge distance for ensuring the transmission of the characteris� c 
resistance of a single anchor

scr
spacing for ensuring the transmission of the characteris� c 
resistance of a single anchor

HXT01 - EN - rev. 4.00

For all speci ca� on not included in the table, please contact Tec  Lab

Pull-out and shear showed in the table are CHARACTERISTIC LOADS from tests run on non-cracked concrete C20/25 without edge and spacing eff ect (Pull-out and shear loads are 
in kN: 1kN = 100Kg). 

Coa  ng:
Special grey  nishing, made of zinc-aluminium  ake, with a corrosion resistan-
ce of minimum 500 h in neutral salt spray test (tests according to ISO 9227)

Screw size t x do h1 hmin hnom hef df Tinst T cmin smin ccr scr
CHARACTERISTIC LOADS 

(kN)
Item Code dv x lv(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (Nm) (mm) (mm) (mm) (mm) PULL OUT SHEAR

Ø 8
HXT 01 08 060 7,8 x 60 10 6 65 100 50 45 9 20 T30 45 45 75 150 7,6 14,1
HXT 01 08 080 7,8 x 80 20

6 75 110 60 55 9 20 T30 45 45 90 180 11,2 14,1HXT 01 08 100 7,8 x 100 40
HXT 01 08 120 7,8 x 120 60
Ø 10
HXT 01 10 060 10 x 60 10 8 70 100 50 45 12 50 T40 55 55 75 150 9,2 23,4
HXT 01 10 080 10 x 80 10

8 90 130 70 65 12 50 T40 55 55 105 210 15,6 23,4HXT 01 10 100 10 x 100 30
HXT 01 10 120 10 x 120 50
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TECHNICAL DATA SHEET

HXT 01 Patented mushroom head with serra� on concrete screw

TECHNICAL DATA AND TEST REPORT OF HXT 01 SCREWS IN NON-CRACKED CONCRETE C20/25

dv x lv screw diameter x screw lenght
t x maximum thickness of  xture
d0 drill hole diameter
h1 depth of drill hole

hmin thickness of concrete member
hnom overall anchor embedment depth
hef eff ec� ve anchorage depth
df diameter of clearance hole in the  xture

Tinst required torque moment
T 6 lobe recess

cmin minimum allowable edge distance
smin minimum allowable spacing

ccr
edge distance for ensuring the transmission of the characteris� c 
resistance of a single anchor

scr
spacing for ensuring the transmission of the characteris� c 
resistance of a single anchor

HXT01 - EN - rev. 4.00

For all speci ca� on not included in the table, please contact Tec  Lab

Pull-out and shear showed in the table are CHARACTERISTIC LOADS from tests run on non-cracked concrete C20/25 without edge and spacing eff ect (Pull-out and shear loads are 
in kN: 1kN = 100Kg). 

Coa  ng:
Special grey  nishing, made of zinc-aluminium  ake, with a corrosion resistan-
ce of minimum 500 h in neutral salt spray test (tests according to ISO 9227)

Screw size t x do h1 hmin hnom hef df Tinst T cmin smin ccr scr
CHARACTERISTIC LOADS 

(kN)
Item Code dv x lv(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (Nm) (mm) (mm) (mm) (mm) PULL OUT SHEAR

Ø 8
HXT 01 08 060 7,8 x 60 10 6 65 100 50 45 9 20 T30 45 45 75 150 7,6 14,1
HXT 01 08 080 7,8 x 80 20

6 75 110 60 55 9 20 T30 45 45 90 180 11,2 14,1HXT 01 08 100 7,8 x 100 40
HXT 01 08 120 7,8 x 120 60
Ø 10
HXT 01 10 060 10 x 60 10 8 70 100 50 45 12 50 T40 55 55 75 150 9,2 23,4
HXT 01 10 080 10 x 80 10

8 90 130 70 65 12 50 T40 55 55 105 210 15,6 23,4HXT 01 10 100 10 x 100 30
HXT 01 10 120 10 x 120 50

Drill Diameter 6mm

 6 x 60
 6 x 80

  6 x 100
  6 x 120


